
désignation / largeur x longueur puissance standard gain en température 

NAPPELEC 0,60M X 2M 229 W/m² 22°C

NAPPELEC 0,60M X 3M 186 W/m² 18°C

NAPPELEC 0,60M X 4M 153 W/m² 15°C

NAPPELEC 0,60M X 5M 163 W/m² 16°C

NAPPELEC 0,70M X 1,50M 262 W/m² 25°C

NAPPELEC 0,70M X 2M 144 W/m² 14°C

NAPPELEC 0,70M X 3M 175 W/m² 17°C

NAPPELEC 0,70M X 4M 155 W/m² 15°C

NAPPELEC 0,70M X 5M 165 W/m² 16°C

NAPPELEC 0,70M X 6M 188 W/m² 18°C

NAPPELEC 0,70M X 7M 190 W/m² 18°C

NAPPELEC 0,70M X 8M 147 W/m² 14°C

NAPPELEC 0,70M X 9M 171 W/m² 16°C

NAPPELEC 0,70M X 10M 184 W/m² 18°C

NAPPELEC 0,70M X 12M 193 W/m² 19°C

NAPPELEC 0,80M X 1,5M 229 W/m² 22°C

NAPPELEC 0,80M X 2M 234 W/m² 23°C

NAPPELEC 0,80M X 3M 153 W/m² 15°C

NAPPELEC 0,80M X 4M 140 W/m² 13°C

NAPPELEC 0,80M X 5M 144 W/m² 14°C

NAPPELEC 0,80M X 6M 164 W/m² 16°C

NAPPELEC 0,80M X 7M 168 W/m² 16°C

NAPPELEC 0,80M X 8M 190 W/m² 18°C

NAPPELEC 0,80M X 9M 150 W/m² 14°C

NAPPELEC 0,80M X 10 M 161 W/m² 15°C

NAPPELEC 0,80M X 12 M 169 W/m² 16°C

NAPPELEC 0,90M X 1,50M 163 W/m² 16°C

NAPPELEC 0,90M X 2M 167 W/m² 16°C

NAPPELEC 0,90M X 2,50M 156 W/m² 15°C



désignation / largeur x longueur puissance standard gain en température 

NAPPELEC 0,90M X 3M 170 W/m² 16°C

NAPPELEC 0,90M X 4M 160 W/m² 15°C

NAPPELEC 0,90M X 5M 167 W/m² 16°C

NAPPELEC 0,90M X 6M 163 W/m² 16°C

NAPPELEC 0,90M X 7M 176 W/m² 17°C

NAPPELEC 0,90M X 8M 183 W/m² 18°C

NAPPELEC 0,90M X 9M 209 W/m² 20°C

NAPPELEC 0,90M X 10M 171 W/m² 16°C

NAPPELEC 0,90M X 12M 194 W/m² 19°C

NAPPELEC 1M X 1M 310 W/m² 30°C

NAPPELEC 1M X 1,20M 230 W/m² 22°C

NAPPELEC 1M X 1,50M 146 W/m² 14°C

NAPPELEC 1M X 2M 150 W/m² 14°C

NAPPELEC 1M X 2,50M 141 W/m² 13°C

NAPPELEC 1M X 3M 153 W/m² 15°C

NAPPELEC 1M X 4M 144 W/m² 14°C

NAPPELEC 1M X 5M 151 W/m² 14°C

NAPPELEC 1M X 6M 146 W/m² 14°C

NAPPELEC 1M X 7M 158 W/m² 15°C

NAPPELEC 1M X 8M 165 W/m² 16°C

NAPPELEC 1M X 9M 189 W/m² 18°C

NAPPELECE 1M X 10M 150 W/m² 14°C

NAPPELEC 1M X 12M 175 W/m² 17°C

NAPPELEC 1,20M X 2M 153 W/m² 15°C

NAPPELEC 1,20M X 2,50M 153 W/m² 15°C

NAPPELEC 1,20M X 3M 177 W/m² 17°C

NAPPELEC 1,20M X 4M 164 W/m² 16°C

NAPPELEC 1,20M X 5M 146 W/m² 14°C



désignation / largeur x longueur puissance standard gain en température 

NAPPELEC 1,20M X 6M 150 W/m² 14°C

NAPPELEC 1,20M X 7M 146 W/m² 14°C

NAPPELEC 1,20M X 8M 167 W/m² 16°C

NAPPELEC 1,20M X 9M 214 W/m² 21°C

NAPPELEC 1,20M X 10M 175 W/m² 17°C

NAPPELEC 1,20M X 12M 150 W/m² 14°C

NAPPELEC 1,40M X 2M 180 W/m² 17°C

NAPPELEC 1,40M X 3M 213 W/m² 21°C

NAPPELEC 1,40M X 4M 168 W/m² 16°C

NAPPELEC 1,40M X 5M 157 W/m² 15°C

NAPPELEC 1,40M X 6M 147 W/m² 14°C

NAPPELEC 1,40M X 7M 163 W/m² 16°C

NAPPELEC 1,40M X 8M 200 W/m² 19°C

NAPPELEC 1,40M X 9M 158 W/m² 15°C

NAPPELEC 1,40M X 10M 158 W/m² 15°C

NAPPELEC 1,50M X 2M 150 W/m² 14°C

NAPPELEC 1,50M X3M 175 W/m² 17°C

NAPPELEC 1,50M X 4M 200 W/m² 19°C

NAPPELEC 1,50M X 5M 170 W/m² 16°C

NAPPELEC 1,50M X 6M 180 W/m² 17°C

NAPPELEC 1,50M X 7M 214 W/m² 21°C

NAPPELEC 1,50M X 8M 164 W/m² 16°C

NAPPELEC 1,50M X 9M 160 W/m² 15°C

NAPPELEC 1,50M X 10M 163 W/m² 16°C


